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Check the FCC label on the back of the Electronics Module to determine which of the following warning 


statements applies to your IBM Displaywriter System. 


Warning: This equipment generates, uses, and can radiate radio 
frequency energy and if not installed and used in accordance 
with the instruction manual, may cause interference to radio com- 
munications. As temporarily permitted by regulation it has not 
been tested for compliance with the limits for Class A computing 
devices pursuant to Subpart J of Part 15 of FCC Rules, which 
are designed to provide reasonable protection against such in- 
terference. Operation of this equipment in a residential area is 
likely to cause interference in which case the user at his own 
expense will be required to take whatever measures may be 
required to correct the interference. 


Warning: This equipment generates, uses, and can radiate radio 
frequency energy and if not installed and used in accordance 
with the instructions manual, may cause interference to radio 
communications. It has been tested and found to comply with 
the limits for a Class A computing device pursuant to Subpart 
J of Part 15 of FCC Rules, which are designed to provide rea- 
sonable protection against such interference when operated in 
a commercial environment. Operation of this equipment in a res- 
identiai area is likely to cause interference in which case the 
user at his own expense will be required to take whatever mea- 
sures may be required to correct the interference. 


Second Edition (June 1982) 


This publication is for use when performing Problem Determination 
procedures while using either an IBM 5218 or IBM 5228 Printwheel 
Printer when attached to an IBM Displaywriter System. 


Requests for IBM publications should be made to your IBM 
representative or to the IBM branch serving your locality. 


A form for reader comments is at the back of this publication. If 
the form has been removed, address your comments to IBM 
Corporation, Information Development, Department 95H, Building 
998, 11400 Burnet Road, Austin, Texas, 78758. IBM may use and 
distribute any of the information you supply in any way it 
believes appropriate without incurring any obligation whatever. 
You may, of course, continue to use the information you supply. 
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PREFACE 


Purpose 


This book contains problem determination procedures for the IBM 5218 and the IBM 
5228 Printwheel Printers and paper handling attachments. 


Audience 


The procedures in this book are for operators who use the printer when it is 
attached to an IBM Displaywriter System. 


Contents 


The book contains general information, directions, and the numbered steps to be 
followed. 


Related Publications 


The three publications listed below may be required during printer problem 
determination: 


IBM Displaywriter System Problem Determination Guide, S544-0860 
° IBM Displaywriter System Printer Guide, S544-0861 


IBM Displaywriter System Office Systems Customer Assistance Center Guide, 
S544-0874 


Preface 
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INTRODUCTION 


IS THIS GOING TO BE DIFFICULT? 
WHAT IF | MAKE A MISTAKE? 


This book will help you perform problem determination steps. These steps will 
help you find out what actions to take to make your IBM 5218 or IBM 5228 Printwheel 
Printer operate correctly. 


Because you probably do not perform problem determination very often, you may feel 
you do not have enough experience to do this. 


Do not worry: The next few pages explain how this can work for you. 


When you are comfortable with the introductory information, you are ready to 
begin. 


Introduction 


WHY SHOULD YOU BE DOING THIS? 


This book will help you resolve printer problems. It will help you find the 
problem and tell you how to resolve it. 


When calling for service, it always helps to be able to describe your machine's 
problem as specifically as possible. This book tells you how to describe the 
problem. You will write down numbers and descriptions. They will be for your 
Service Representative to use to repair the printer. 


WHEN TO USE THIS GUIDE 


This problem determination guide should be used when you suspect a problem with 
your printwheel printer. To ensure that the problem is not an error in procedure, 


attend to all messages or prompts on the Displaywriter screen before attempting to 
do problem determination. 


HOW TO USE THIS GUIDE 


No special technical skills are required for you to complete these problem 
determination procedures. You will be guided along an orderly path of questions 
and procedures. Helpful information and illustrations are conveniently located 
along the way. Just start at the beginning 7 


PROBLEM DETERMINATION EFFECTIVENESS 


For best results, the IBM 5218 or the IBM 5228 Printwheel Printer should be left ON 
and in the failing condition when you start these procedures at QO. It is 
sometimes very helpful to have samples (print- outs, supplies, etc.) that indicate 
the failing condition for the Service Representative to examine. 


DO NOT turn the printer power or the system power off unless instructed to do so. 
If you have already turned the power OFF, wait 10 seconds, then turn it back ON 
before proceeding. 


WHOM TO CALL 


If you are instructed to report a Service Request number, call your LOCAL SERVICE 
REPRESENTATIVE. Your local Service Representative will use the Service Request 
number in the determination of how to repair your Displaywriter. DO NOT CALL the 
IBM Office Systems Customer Assistance Center to report a Service Request number. 
The Office Systems Customer Assistance Center handles customer setup questions, 
training questions, or task-related questions. 
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NORMAL PROCEDURES 


Normal procedures are described in the IBM Displaywriter System Printer Guide. 
They include: 


. Ribbon cartridge removal and replacement 

e Printwheel cartridge removal and replacement 

° Paper loading procedures 

° Clearing paper jams 

° Paper specifications 

See the Table of Contents in the IBM Displaywriter Printer Guide for the location 
of all controls and procedures. 

WHICH PRINTER DO YOU HAVE? 


The illustrations below show both the IBM 5218 Printwheel Printer and the IBM 5228 
Printwheel Printer. 


as 
E288 


IBM 5218 Printwheel Printer IBM 5228 Printwheel Printer 
For consistency, the illustrations used in this book show the IBM 5218 Printwheel 


Printer. All of the information in this book applies to both types of printers. 


CONTINUE WITH @ 


Introduction 
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START HERE 


Is your printer obviously 
being damaged (unusual noises 
or odors, smoke, or excessive 
heat)? 


Or 


Is there obvious physical 
damage such as broken or 
missing parts such as springs, 
knobs, etc., (but not 
including the ribbon or the 
printwheel)? 


If you are not familiar with 
why, how, and when to use this 
book, you will find the helpful 
information you need in the 
"Introduction" section of this 
book. 


When you have read the 
Introduction and are ready to 


begin, CONTINUE WITH @. 


TURN OFF.........- the printer power. 
WRITE DOWN........ Service Request number 000 002. 
SKIP TO........... @®. 
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FIND YOUR PROBLEM IN THE LIST BELOW 


SYMPTOM INDEX 
POWER LIGHT NOT ON....... 0. ccc ccc cece cece ec ccccecce cee. CONTINUE WITH © 
RIBBON LIGHT ON............-c cee ceeeeee Oe ee SKIP TO @ 


PAPER JAMS OR MISFEEDS WITH THE TRACTOR 
FEED ON THE PRINTER........ 0.00 c cece cece ccccce eee e eee. SKIP TO @ 


NUMBERS {olel or | G15] DISPLAYED 


PAPER JAMS OR MISFEEDS WITH THE SHEET-FEED PAPER HANDLER 


ON SUE SPR UNTER Reng cadre ested oo fsnes dead Oud Seduced Boag Atedecaismecston, 2 SKIP TO @ 

CAN NOT CHANGE PRINTWHEEL............-0c0 ccc cceceececee. SKIP TO @ 
(| 

NUMBER DS: DU SPGAVED's oo.d:cisari is aro acne Goch tdd enitlgcamineeeate SKIP TO @ 


numBER {U1]5) ES DESPUAY ED «+.a.cices ates o acted Gaia s en3.6 ede See SKIP TO @ 


ANY NUMBER OTHER THAN cc} FBS) GTS) ,OR 


IS DISPLAYED (For van LOL BW, OB) ceed acadoaiieund oceans SKIP TO @ 
PRINT TEST, PRINT QUALITY, AND OTHER SYMPTOMS........... SKIP TO @ 


CALLING YOUR LOCAL SERVICE REPRESENTATIVE............... SKIP TO 15) 
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POWER LIGHT NOT ON 


1) ee ee oe eee it appears that your printer does not have any power, 


CHIC Kec aire wi ce ie loo to make sure the printer power switch is ON ( §). 


DR 2 oar iis eee a the printer power switch is ON ( B=), ‘turn it 
OFF ( © ), then 


CHECK 4 tess pp tow ae to make sure the power cord is securely connected to the 
rear panel and the electrical outlet. 


GUE CK oxcne cee 6 warts to make sure the electrical outlet has power. (A circuit 
breaker or fuse may have disrupted the power to your outlet.) 


Tle tipsters there ae aeons you have checked all of the above and have not been able to 
correct the problem, 


EUR ORE ccna yaaa Std the printer power switch. 
WRITE DOWN....... Service Request number 252 OO1. 
SKIP? T Ove: acueces @. 
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RIBBON LIGHT ON 


LPs aes Beak 4s the ribbon light is on, it means the ribbon is 
either not installed, used up, broken, or tangled. 


Ribbon 


RE PEACE 11% ake oS the ribbon and try to print your document again. (See 
the IBM Displaywriter System Printer Guide 
for additional information about ribbon replacement. ) 


Does the ribbon continue to 
break or tangle? 


Is the ribbon light still on? 


CONTINUE WITH @ 


WRITE WRITE 

DOWN...... service Request DOWN...... service Request 
number 152 021. number 352 005. 

SKIP TO @. SKIP TO @. 


IBM Displaywriter System 5218/5228 Printwheel Printer 


PAPER JAMS OR MISFEEDS WITH THE TRACTOR 
FEED ON THE PRINTER 


1 er eee you are using either a Tractor Feed with continuous forms or 
manual feed with a Tractor Feed on the printer, 


US Etiiss-am: tarars the table below and on the next page to continue. 


TRACTOR FEED WITH CONTINUOUS FORMS 


CORRECTIVE ACTION-THEN 
TRY TO PRINT YOUR 
DOCUMENT AGAIN 


IF THE PROBLEM RECURS, 
WRITE DOWN 


PROBLEM 


Service Request number 


354 001 and SKIP TO @. 


Plug in Tractor Feed 
connector 


Tractor Feed connector 
is not plugged in 


Service Request number 


Align paper 
052 002 and SKIP TO @. 


See note below 


Paper not aligned 


Improper paper 


Note: If you have changed paper recently, check your paper specifications 
with those listed in the IBM Displaywriter System Printer Guide and 
and replace the paper if necessary. 
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© (Continued) 


MANUAL FEED WITH TRACTOR FEED 
ON THE PRINTER 


CORRECTIVE ACTION-THEN 
TRY TO PRINT YOUR 
DOCUMENT AGAIN 


IF THE PROBLEM RECURS, 
WRITE DOWN 


PROBLEM 


Tractor Feed connector 
is plugged in 


Unplug Tractor Feed 
connector 


Service Request number 


352 004 and SKIP TO @ 


service Request number 


052 002 and SKIP TO @. 


Paper not aligned 
Improper paper 


Note: If you have changed paper recently, check your paper specifications 
with those listed in the IBM Displaywriter System Printer Guide and 
replace the paper if necessary. 


Align paper 


See note below 
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6 NUMBERS j , OR DISPLAYED OR 


PAPER JAMS OR MISFEEDS USING THE SHEET-FEED PAPER HANDLER 


Your printer may or may not have numbers showing in the two digit display 
on the front panel of the printer. 


GTP AR sie oe ees any paper jams. 
CHEG Ke oe a0 642.58 to make sure the Sheet-Feed Paper Handler is securely 
attached. 


To make sure the Sheet-Feed Paper Handler is installed 
correctly, try to lift the device at both front corners. 


If it can be lifted up, prefer to the IBM Displaywriter 
System Printer Guide for the proper installation 
procedures. 


Se MMMIMMIIILLIUMULA 
NE 
\ LAL 


eeseegeags, 


CHEGK <3: 2s. ne-aees to make sure paper is loaded correctly in the printer 
tray. 
CHECK oe eee eats your paper specifications with those listed in the 


IBM Displaywriter System Printer Guide and replace 
the paper if necessary. 


WOE ie iene 2S OS the table on the next two pages to continue. 
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6 (Continued) 


CORRECTIVE ACTION -- 
THEN TRY TO PRINT YOUR 
DOCUMENT AGAIN 


IF THE PROBLEM RECURS, 
WRITE DOWN: 


Check to make sure the 
Sheet-Feed Paper Handler 
is plugged in. (Be sure 
the printer power switch 
is OFF before plugging or 
unplugging the cables.) 


Paper never 
feeds 


Service Request number 


352 018. SKIP TO @. 


Paper jams at 
the platen 


Check for foreign 
material or obvious 
physical damage 


Service Request number 
O52 002 if there is 
obvious physical 
damage, or Service 
Request number 153 006 
if there is no obvious 
physical damage. 

SKIP TO @. 


Service Request number 


Paper Check for obvious physical 


does not damage O52 002 if there is 
stack obvious physical damage, 
properly or Service Request 


number 453 004 if there 
is no obvious physical 
damage. 


SKIP TO @. 


Bottom 


paper 
tray empty 


Load paper in the bottom 
paper tray 


Service Request number 


553 001. SKIP TO @. 
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05 


6 (Continued) 


DISPLAY 
NUMBER 


PROBLEM 


Top paper 


tray empty 


The paper 
fed from 
the tray, 
but did 

not stack 
correctly. 


The paper 
jams at the 
platen. 


CORRECTIVE ACTION -- 
THEN TRY TO PRINT YOUR 
DOCUMENT AGAIN 


IF THE PROBLEM RECURS, 
WRITE DOWN: 


Service Request number 
59.0: U0Z. 
SKIP TO @. 


Load paper in the top 
tray 


Service Request number 


453 004. SKIP TO 


The paper guide must be in 
the automatic position 
(see example below) 


Service Request 
number 052 002 
if there is 
obvious physical 
damage, or Service 
Request number 

352 016 2f there 
is no obvious 
physical damage. 
SKIP TO @. 


Check for physical damage. 
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CANNOT CHANGE PRINTWHEEL 


Le. & henge das you are trying to change the printwheel and the release 
mechanism does not work, 


WRITE DOWN. .Service Request number 252 019 and 


SKIP TO..... @. 


IBM Displaywriter System 5218/5228 Printwheel Printer 


© NUMBER IS DISPLAYED 


is displayed on the front panel of the printer. The top cover may 
not be closed properly. 


OPEN AND CLOSE the top cover. 


PREOO< se 3.0 Seas START 

Le aeiea eee eae lS the steps above do not solve your problem, 
TURN: ORF x66 54.003 the printer power switch. 

WA Lie boikwesia ie 4 10 seconds. 

TURN ON........ the printer power switch. 

Lieto ateee ae ee reappears, 

WRITE DOWN..... Service Request number 352 003. 

SKIP TO........ @ . 


Problem Determination Precedures 


NUMBER IS DISPLAYED 


9 


[| 
al jis displayed on the front panel of the printer. Follow the steps 
below. 


CEA Ra. 246 bees any paper jams from the paper path. 


CHE GRes « da-@ ssa to make sure that the paper is aligned properly in both 
trays. 

CMG ere 4 oa bow 5 to make sure that the Sheet-Feed Paper Handler is securely 
attached. 


To make sure the Sheet-Feed Paper Handler is installed 
correctly, try to lift the device at both front corners. 


If the Sheet-Feed Paper Handler can be lifted up it is 
incorrectly installed. Refer to the IBM System 
Printer Guide for proper installation pr procedures. 


. 


NE 
NN | HHT e nes 7 
YUE fel Hf 7; 


sans Le EE E/ 


TURN WON «<s:e8e.8 aoe the printer power switch. 

DERN, erases chatter artes to print the document again. 

UN eat Zane usenet eon reappears, 

WRITE DOWN..... Service Request number 453 003 and 
SKIP TO........ @ . 
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ANY NUMBER OTHER THAN UCTEL GIS) [GIS], of (IS) 


IS DISPLAYED 


= [1 and ee Past: ysl il ~| 
1. eee ee rer there is any number other than Si | eee iL eles fol, oe Elen 
the front panel of the printer, for example, ve 54, 88, etc., 


TURN OFF....the printer power switch. 
WAIT oc Ststied ats 10 seconds. 

TURN ON..... the printer power switch. 

RY ohana tee hs to print your document again. 
i ae are re the number reappears, 


WRITE DOWN..the two digit number displayed and Service hKequest 
number 052 002 and 


SKIP TO..... @®. 
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PRINT TEST, PRINT QUALITY, AND OTHER SYMPTOMS 


a print test using the steps below. (Note: The print test 
is printed in 10-pitch, regardless of printwheel.) 


STOP. 


a sheet of paper. If the Sheet-Feed Paper Handler is attached, 
do not insert paper manually. Make sure there is paper in 
the bottom tray. 


PRINT TEST. 


Print Test 


If the printer is working properly, you should get a two line 
printout similar to the one below. 


abcdefghijklmnopqrstuvwxyzABCDEFGHIJKLMNOPORSTUVWXYZ0123456789 


»£°HSTC] 32"='2 > &,#/-[7) *SEL+( 50 


Note: The characters on your printout may be different from 
the ones shown in this example. The print test is considered 
to be correct if all 96 characters on your printwheel 
printed. 


the symptom list on the next page, and choose the item that 
best describes what is happening. Follow the steps listed 
for each item. 
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SYMPTOM LIST 


SYMPTOM 1 


The printer appeared to print, but 
no characters appeared on the paper 


SYMPTOM 2 


The print test printed, but some of 
the characters are missing or incorrect 


SYMPTOM 3 


A two digit error code appeared 
on the front panel of the printer 


SYMPTOM 4 

Paper Woule NOt 10a. o5:sue0.08 oe ee ee oo es Sa a sh 
SYMPTOM 5 
UNVEVEN. SPACING .i-2 t4 46 Fane SS ee Sa eS ae oye Be 
SYMPTON 6 

Poor print quality (for example, the 

characters are broken or illegible.) 


SYMPTOM 7 


Any other type of problem 


CONTINUE WITH 


CONTINUE WITH 


CONTINUE WITH 


14) 


CONTINUE WITH 


WRITE DOWN Service 
Request number 152 016 
and SKIP TO 15) ; 


WRITE DOWN Service 
Request number 252 017 
and SKIP TO 15) : 


Be sure you are 
following the correct 
operating procedures 
as given in the 

IBM Displaywriter 
System Printer 

Guide. 


If you are satisfied 
that your procedures 
are correct, go to the 
IBM Displaywriter 
Problem Determi- 
nation Guide, and 
begin with 7 
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NO CHARACTERS APPEARED ON PAPER 


WO ea taa as cen ace yee another print test (See @ ). 


Cet ee eee eee the printer appears to print, and some or all of the 
characters are missing or incorrect, 


CONTINUE WITH........ @®. 
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@® MISSING OR INCORRECT CHARACTERS 


Two probable causes for missing or incorrect characters are either a 
broken or tangled ribbon or a broken or defective printwheel. 


BROKEN OR TANGLED RIBBON 


REPLACE the ribbon 


DO another print test 
(See 17) =) 


IF the ribbon continues to 
break or tangle, 
WRITE DOWN Service Request 


number 152 021 and 


SKIP TO @. 


Or 


BROKEN OR DEFECTIVE PRINTWHEEL 


REPLACE the printwheel. 


DO another print test 
(See @ i) 


IF the printer continues to 
print with missing or misprinted 


characters, 


WRITE DOWN Service Request 
number 652 009 and 


SKIP TO @. 
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14) TWO DIGIT ERROR CODE OR PAPER WOULD NOT LOAD 


WRITE DOWN..... the number on the display if the display is not blank. 


Ee ids Baa owe Hg you have a Sheet-Feed Paper Handler on the 
printer, WRITE DOWN Service Request number 352 018 and 


CONTINUE WITH....@. 


Se cagheal ecards fares ated you do not have a Sheet-Feed Paper Handler on 
the printer, WRITE DOWN Service Request number 052 008 and 


CONTINUE WITH....@ . 
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15 CALLING YOUR LOCAL SERVICE REPRESENTATIVE 
Before calling your local service representative: 
WRITE DOWN.......... the Type 


the Model 


the Version (write blank if blank) 


Ce ote tons ing a eta abe your local service representative 

Pei Oe ict cg ie vn aot eerar ake the Service Request Number you wrote down previously 
eR Ray re eRe the Type 
Aids Ws aie a ee the Model 


setts Ba tie at atik es the Version 


ee eee the two digit number on the front panel of the 
printer (if any) 


eg aeats Mere hehe eave any damage you have observed 


TURN: (OR Fico a%..35, 26 Ge the printer power switch. 


YOU HAVE COMPLETED THIS PROCEDURE. 
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Your comments assist us in improving the usefulness of our publications; they are an 
important part of the input used in preparing updates to the publications. |BM may 
use and distribute any of the information you supply in any way it believes appro- 
priate without incurring any obligation whatever. You may, of course, continue to 
use the information you supply. 


Please do not use this form for technical questions about the system or for requests 
for additional! publications; this only delays the response. Instead, direct your 
inquiries or requests to your IBM representative or the IBM branch office serving 
your locality. 


Corrections or clarifications needed: 


Page Comment 


Please indicate your name and address in the space below if you wish a reply. 


Thank you for your cooperation. No postage stamp necessary if mailed in the U.S.A. 
(Elsewhere, an IBM office or representative will be happy to forward your comments.) 


9544-2000-2 
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